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PARCSAFE PARKING 
BARRIER
PS-VBPL-PB

PARCSAFE Parking Barrier is a smartphone-controlled 
parking barrier that protects your parking place and 
enables key sharing among users.
With PARCSAFE parking barrier you can easily control and 
share your parking place with other users and guest via the 
free mobile application. Fasten the PARCSAFE barrier to the 
ground with our provided fixings and we guarantee that 
your parking place will be protected.

UNIQUE FEATURES FOR PARCSAFE PARKING BARRIER
Automatic barrier with smartphone control feature

Solar powered

Operating autonomy up to 1 year (rechargeable li-ion batteries)

Automatic closing feature

Manual control possibility

Constant power supply option

VANDAL PROOF The galvanized steel base and powder coated components allow the barrier to withstand up to 9 tons of load 
while weighing only 15kg. The vandal-proof design will protect the barrier from tampering and damage.

AUTO CLOSE The barriers have a set of sensors that will detect vehicle departures and close automatically, resulting in a 
worry-free experience.

WEATHER 
RESISTANT

The barrier and all its components are designed and made to endure different weather conditions such as 
rain, heat, snow and extreme temperatures.

SAFETY PIN In case of an excessive force, replacement of the safety pin is quick and easy. The safety pin also allows for 
manual control of the barrier.

DUAL 
CHARGING

Parcsafe Parking barriers comes with rechargeable li-ion batteries which can last up to 1 year on one charge 
and there is also an option for constant supply with 90V-250V AC.

SOLAR PANELS The barrier is equipped with a modern solar panel for sustainable autonomy.
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TECHNICAL SPECIFICATIONS
COMPOSITION Galvanised and Powdercoated Steel

MECHANISM Galvanised and Powdercoated Steel

ASSEMBLY Stainless Steel

BASE Galvanised Steel

BATTERY Rechargeable li-ion batteries, Single battery pack: 3500 mAh, 7,4 V, Double battery pack: 7000 
mAh, 7.4 V

MAINS SUPPLY Possible – 90-250V – 0.6A – 50/60 Hz

TEMPERATURE -20 ° C to + 60 °

HUMIDITY 5% to 90%

ALTITUDE up to 2000m

POWER FLUCTUATIONS + 20% and -15%

DIMENSIONS Barrier Closed: 68mm (H) x 331mm (W) x 918mm (L)
Barrier Open: 517mm(H) x 331mm (W) x 453mm (L)

WEIGHT 15kg
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Raised Barrier

Lowered Barrier


